
Multifunctional Vehicle

40 kph / 25 mph
Top Speed

75 HP
Deutz Diesel Engine

Compact solution for year-round municipal maintenance 

The CX75 is a versatile vehicle designed for urban and sidewalk maintenance, excelling in sanitation, 
grass mowing, and snow removal. Powered by a 75 HP Deutz diesel engine with Stage V emissions 
compliance, it delivers reliable performance in compact spaces. Its optimized dimensions ensure 
smooth operation on narrow pathways, making it a vital tool for municipal and utility services.

3,860 mm   /   152” 1,200 - 1,610 mm   /   47 - 63"

2,235 m
m

   /   88”

1,200 kg / 2,646 lbs
Lift Capacity

Articulated 
Steering

Multihog CX75



T e c h n i c a l  S p e c i f i c a t i o n s

C X 7 5  H i g h l i g h t s

•	 Engine: 75 HP Deutz (2.2 L) •	 Emissions Class: Stage V (EU), Tier 4 Final (USA/CA)

Engine

•	 Maximum Speed: 40 km/h (25 mph)
•	 Outer Turning Radius: 2,990 - 3,190 mm (118 - 126")

•	 Type of steering: Articulated Steering

Drive

•	 Type: Load-sensing PTO hydraulics (front & rear)
•	 Optional Feature: Front mechanical PTO

•	 Flow: Hydraulic flow up to 100 L (26.4 gal)
•	 Operating Pressure: Up to 220 bar (3,190 psi)

Hydraulic System

•	 Unladen Weight: 2,200 - 2,500 kg 
(4,850 - 5,511 lbs)

•	 Axle Capacity (Front): 2,500 kg (5,511 lbs)

•	 Axle Capacity (Rear): 2,500 kg (5,511 lbs)
•	 Gross Vehicle Weight: 3,500 - 4,000 kg 

(7,716 - 8,818 lbs)

Weights

•	 Length: 3,860 mm (152")
•	 Width: 1,200 - 1,610 mm (47 - 63")

•	 Height: 2,235 mm (88"), tyre dependent
•	 Wheelbase: 1,900 mm (75")

Dimensions

Ultra-Clean Engine

75 HP Deutz engine, meeting Stage V/Tier 4 
final emissions regulations without requir-
ing Ad Blue.

Unparalleled Carrying Capacity

The CX MK II still comes with an incredible 
3,500 kg - 4,000 kg (7,716 lbs - 8,818 lbs) 
gross vehicle weight.

Armrest & Controls

Controls are built into a large and 
ergonomic armrest, with fingertip paddles 
for comfortable operation.

Easy Double Access

Entrance point has been re-designed for 
easier entry and exit, and both doors are 
fully functional for access.

Large Operator Cabin

The new cabin is much bigger, and has a 
more spacious and comfortable feel for 
operators working long shifts.

Superb Heating & A/C

Heating and Air Conditioning functions 
have been supercharged to deliver even 
more effective airflow in the cabin.

Onboard Diagnostics

Large in-cabin screen displays the 
machine’s critical diagnostics for super 
simple remote troubleshooting.

Lift & Axle Capacity

Lift capacity (1,200 kg / 2,646 lbs) and axle 
capacity (2,500kg / 5,512 lbs) are great for 
heavy attachments.



Multihog CX75
At tac hment s  and  A p p l ic at ion s 

Side of CX75Boom Flail Mower

Interior of CX75

Angle Plow Thermal Weed ControlRibbon Snowblower

Drop Spreader, Dump Box & Plow

Front Mower w/ Collection

High Pressure Washer Rotary Mower
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